Thank you for choosing an AEG solar inverter! You have two STEP#6 - Enter the WiFi network ~ STEP #7 - Click ,Complete” to
options for the WiFi configuration of your AEG inverter: password and click ,Next* confirm

GRID-TIED SOLAR INVERTERS

1) via Web Browser; or 2) via App.

Add wireless network manually Save success!

OPTION 1: CONFIGURATION VIA WEB BROWSER Networkname (SSID)  (Network name ] The current configuration wil take effect after
* Encryption method (weazpsk K@ restart.
Encryption algorithm (s M If you still neet to configure the other pages of
inf tion, pl t lete ired
1' P R E PA RAT I O N Please enter the wireless network passwork: :;2;2;,:;25 e e
~ - passwork
Turn on the inverter; Power on your WiFi Router. b Oy <howt pok Configuration s completed, you can to the
Management page, Click on the restart "OK" button.
* Note: Case sensitive for SSID and password.
Please make sure all parameters of wireless network are Confirm to complete?

2. WIFI CON FIGURATION matched with router, including password.
-Back *—Nt -Back *nmm R lete
STEP #1 - Connect your smart device to the WiFi ,Solar-WiFi“ or ,Solar- 9

Wl F | CO N F | G U RAT | O N G U | D E WiFi* (* refers to the last 8 digits of your AEG inverter Serial Number). (Tip: please ensure there are ”OCL”JSQ?h/er}ﬁlfaﬁﬂﬁ‘ié?;E“e“ in the password, This may

Input 12345678 as password.

STEP #2 - Visit the website http:/1010.100.253 3. FURTHER INFORMATION
{ [ " Access point setting The network name (SS|D) and
l [ l l 10'10'100'253% Gl (O‘ ) | Network name (SSID) [Networkname | password Of The WiFi mOdu|e
Encryption mod (weaweazpsk g
(should you see the message ,Unauthorized login“ please refresh the page). Encryption algorithm (C=— .Can be changed .
Password (8 to 63 characters) in the Advanced SeTTIngS
STEP#3 - EnTer username (adm|n) and password (adm“‘]) *Note:conﬂgthedevice’sparameterundertheaccessp mode. We STrongly recommend fo
Click on Log in“ DHCP setting for STA change the password of your
’ POHCP Mode ﬁ ,Solar WiFi“ before or after the
1P address installation process.
STEP#4 - Click on ,Start setup® STEP #5 - Select the available WiFi Y Rpm— (a0 | Solar Solutions cannot be
and click ,Next” Satewieyaddress held responsible for any leak
P Y

FOR INVERTER SERIES Pssenersedes of private information caused

*Note: After changing the setting, the device must be restarted.

AS-IR02 / AS-IR02-2 / AS-1C02-2 Frmreerson w121 Please seectyou curent wirelss network Save by the use of the ,Solar WiFi**

MAC address 98:08:63:70:C9:82 ssiD AUTH/ENCRY. RSSI | Channel
Wireless AP mode Enable O WiFi_Burn-in | WPAPSKWPA2PSK/TKIPAES 66 1 d efa u |T pa SSWO rd .
SSID Solar-WiFi O| WiFi_Bum-in | WPAPSKWPA2PSK/TKIPAES 100 1
IP address 10.10.100.253 O| WiFi_Burn-in | WPAPSKWPA2PSK/TKIPAES i 1
v E RS | O N N G D20220é E N \/1 —22 Wireless STA mode Enable g WiFi_Burn-in2 | WPAPSKWPA2PSK/TKIPAES 72 1
. Router SSID WiFi_Burn-in @ .
T - L Burtin OPTION 2: WIFI INSTALLATION VIA APP
Encryption algorithm HES  Help: When RSS| of the selected Wi-Fi network is lower than
30%, the connection may be unstable. Please select other
Cannot join the network, may caused by: available network or shorten the distance between the device 1, P R E PA RAT | O N
and router. If your wireless router does not broadcast SSID,
Router doesn't exist, or signal is too week, or password is incorrect please click "Next" and add a wireless network manually. h . . A Y GETITON
% Help: Wizard will help you to complete setting within one minute. Tu non T e inve rTe ry POWGF on your Wl FI Google Play

% Router. Download the SolarPortal App from

Google Play Store or Apple Store (choose

(Tip: WiFi module specifications are found under ,Device Information) according to your mobile device.)
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2. WIFI CONFIGURATION TROUBLESHOOTING

STEP #1 - Click on ,WiFi Configuration”in STEP #2 - Make sure the STEP #6 - Enter WiFi network name and password. Click STEP #7 -Confirm
the Login page or click the WiFi icon on the inverter is powered on; ,Set” Switch off the DHCP first and input the IP address if and click ,OK* Nr.  Problem Troubleshooting instructions
Homepage click ,,NexT you wanft fo Change the inverter IP fo a speoﬂc one. 1 Unable to find Solar- 1 Check if inverter is powered on and if the Wi-Fi module is well
WiFi or connected.
.. fglish v+ = Discovery Wi-Fi Configuration ﬁ Wi-Fi Network n Wi-Fi Network Wi-Fi Configuration Solar-Wi-Fi* 2. Make sure your smart device is close enough fo the inverter.
) 3. Restart the inverter.
Wi-Fi Network Please select arouter Wi-Fi Network Please select arouter \/ e
a Y Make sure the inverter is powered on. ) 4. Press the WiFi Reload" button fo reset
e Warranty  Aftersales  Feedback When the inverter indicator lights, click "Next" Encryption @ v Encryption v . L the Wi-Fi module.
K Email addes = password e oo oeeord e e + 5. Repeat the WiFi configuration steps.
@ Pleaseinputyour passord b setng oee @O oreP A * 2 Unable o connect o 1. Try the password: 12345678;
B Remembe Forget password 1P Address 0000 1P Address 0000 @ Solar-WiFi or Solar- 2. Check if there is already another device connected to the Solar-Wi-Fi*.
Subnet Mask 0000 Subnet Mask o0o Successful Configuration Wi-Fi* 3. Press the Wi-Fl Reload” button to reset
The inverter has connected to the routers the Wi-Fi module.
Gateway hddress oo Gateway Address 0000 wirlessetwork.It s connecting fotheserver 4. Restart the inverter and repeat the WiFi configuration steps.
DN Server 00.0.0 DNS Server 00.0.0 and uploading data to the cloud. It may take 5. Check if there is any invalid / not accepted character in the password.
Register Wi-Fi Cqj uration severalminutes
jii'l O 3 Unable to login at 1. Press the ,Wi-FI Reload" button to reset
open datatrafic, and then click confirm 10.10.100.253 the Wi-Fi module and repeat the WiFi configuration steps.
N@“ﬂ 2. Switch to other browsers such as: (preferred) Google Chrome FireFox,
o s @ e A I T — . Sofori
S8 Jm @
4 Unable to find router 1. Move the WiFi router closer to the inverter or use a WiFi repeater;
STEP #3 - Click on STEP #4 - Connect ~ STEP #5- Click ,Next" If the configuration was not successful, you can click on ,Reconfigure” or >3 2. Checkif the channel number of the router is higher than 13. If ves,
. L . ; ) ) ] " change it into a lower number at the router configuration page.
,Go into WLAN (WiFi)  your smart device follow the instructions on ,Configuration Help®.
setting interface* to ,Solar WiFi**, -
Return to th < Configuration Help 5 Wi-Fi LED indicator 1. Restart the inverter.
e_ U O. e . [ i the i hospotramecthe keeps blinking twice 2. Check if the SSID, encryption method, encryption type and password
WiFi COﬂfIgUI’aTIOH a 'S"VT"T:F I even if all configuration on the WiFi configuration page are the same as those of the WiFi
age of the AEG et e et e bt choracters steps were already router. Correct if different.
p g ] . WiFi configuration error! WiFi configuration error! of the device serial number) Taken 3 CheCk |f The maXimUm amount Of deViCeS a”OWed to connect to The
mom’rormg porTa| ! [ i treacesspasswordiortre WiFi-rouTer yva; e>.<ceeded4 If yes, please disconnect some devices or
Wi-Fi hotspot of the inverter? modlfy the limitation.
. “+ - 4. Restart the WiFi router.
n Wi-Fi Configuration < g WA Wi-Fi Configuration @ a Noporathemeanap. e 5. Move the WiFi router closer to the inverter or use a WiFi repeater to
Please open WLAN, connect to Solar-WiFi* Wi-Fi «© Please open WLAN, connect to Solar-WiFi* B Unable to connectinveter o enhance the WiFi signal
e e posomord s 3595678 /' Solar-WiFi187W0001 a0 e e psowordie ety wrene 6 The WiFi LED indicator | 1. Connect the smart device fo another WiFi network (not the one of
CHOOSE ANETWORK blinks four fimes the inverter) and check in the AEG Monitoring Portal if the inverter
SolarWikF 20 B reerinmbopostiswsatle confinuously even if all is online.
Blackmore2 TY0) configurations steps 2. Restarf the WiFi router and the inverter.
olar-WiFigee: In the process of Wi-Fi configuration, v
—— Blackmorr 20 By e were already faken
MINDSTEC a = @ the Wi-Fi hotspot list of the inverter
: uzad b sho ADD 7 The AEG Monitoring 1 Please wait a few minutes for data fransmission and check the AEG
QNQYJSH 20 Portal shows the Monitoring Portal later
synpower_guest 70O inverter is offline, but
[ T — ] Tp-LINK-DOCL a0 [ P — ] . the WiFi LED indicator
0 into WLAN setting interface 0 into WLAN setting interface X
g A 20 g . Solar Solutions Products BV is always on
Finlandlaan 1 2391PV Hazerswoude-Dorp The Netherlands |
Tpnepocs =0 [ Py ] service@aeg-industrialsolar.de | www.aeg-industrialsolar.de
Can'tenter the next step? Click me Te-LINK-DOC4 70 cEn‘temené?ifpgycn(kme AEG is a registered trademark used under license from AB Electrolux (publ). Please visit www.aeg—|ndusT_r|aIsoIapde fo downlpad the I_aTesT version of Th|s document. Solar
Solutions reserves the right of final explanation to this document and its attachments.
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